
 
 
 

 
SIROCO Critical Grade Silencers 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Nom. Bore - A Diameter - B Length - C D E F 
Approx. 
Weight  

Part No. 

mm inch mm inch mm inch mm mm mm kg End Entry Side Entry 

50 2 305 12 813 32 38 76 203 35 GS-CRI050EE GS-CRI050SE 

64 2½ 305 12 914 36 28 89 229 45 GS-CRI064EE GS-CRI064SE 

76 3 356 14 1000 39 50 102 279 50 GS-CRI076EE GS-CRI076SE 

89 3½ 457 18 1219 48 76 102 305 73 GS-CRI089EE GS-CRI089SE 

100 4 559 22 1219 48 76 127 356 85 GS-CRI100EE GS-CRI100SE 

125 5 610 24 1473 58 76 152 381 130 GS-CRI125EE GS-CRI125SE 

150 6 660 26 1676 66 76 165 406 155 GS-CRI150EE GS-CRI150SE 

200 8 762 30 2000 79 76 190 457 255 GS-CRI200EE GS-CRI200SE 

250 10 914 36 2438 96 89 229 546 460 GS-CRI250EE GS-CRI250SE 

300 12 1067 42 2819 111 89 254 622 755 GS-CRI300EE GS-CRI300SE 

350 14 1067 42 3048 120 89 292 622 985 GS-CRI350EE GS-CRI350SE 

400 16 1219 48 3581 141 89 318 700 1160 GS-CRI400EE GS-CRI400SE 

450 18 1372 54 3962 156 102 348 787 1350 GS-CRI450EE GS-CRI450SE 

500 20 1524 60 4343 171 102 381 864 1525 GS-CRI500EE GS-CRI500SE 

 

 

 

 

 

 

 

 

SIROCO Critical 
 

 “Critical” or “Hospital” grade silencer 

 Maximum attenuation without excessive backpressure 

 Additional absorptive silencing 

 End and side entry available 

 Threaded, sleeved and flanged connections 

 Manufactured in the UK 
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End Entry (EE) 

 
Side Entry (SE) 

 

Threaded Connection 

 

Sleeved Connection 

 

Flanged Connection 
 

 



 

SIROCO Critical Grade Silencers 
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Octave Band Centre Frequencies - Hz 

Resistance (inches wg) 
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