
 
 
 

 
SIROCO Residential Grade Silencers 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Nom. Bore - A Diameter - B Length - C D E F 
Approx. 

Part No. 
Weight  

mm inch mm inch mm inch mm mm mm kg End Entry Side Entry 

25 1 121 4¾ 470 18½ 38 38 50 3.5 GS-RES025EE GS-RES025SE 

32 1¼ 121 4¾ 470 18½ 38 38 50 3.5 GS-RES032EE GS-RES032SE 

38 1½ 121 4¾ 470 18½ 38 50 98 3.5 GS-RES038EE GS-RES038SE 

50 2 140 5½ 635 25 50 50 121 5.5 GS-RES050EE GS-RES050SE 

64 2½ 178 7 749 29½ 50 50 140 8 GS-RES064EE GS-RES064SE 

76 3 203 8 876 34½ 50 63 152 15 GS-RES076EE GS-RES076SE 

89 3½ 254 10 914 36 50 75 190 30 GS-RES089EE GS-RES089SE 

100 4 279 11 1054 41½ 50 75 216 35 GS-RES100EE GS-RES100SE 

125 5 356 14 1054 41½ 50 83 254 55 GS-RES125EE GS-RES125SE 

150 6 406 16 1219 48 76 95 279 75 GS-RES150EE GS-RES150SE 

200 8 508 20 1676 66 76 127 356 155 GS-RES200EE GS-RES200SE 

250 10 610 24 2134 84 76 152 406 250 GS-RES250EE GS-RES250SE 

300 12 762 30 2743 108 102 203 533 365 GS-RES300EE GS-RES300SE 

 

 

 

 

 

 

 

SIROCO Residential 
 

 Higher attenuation than industrial silencers 

 Multi chambers to attenuate upper and lower frequencies 

 End and side entry available 

 Threaded, sleeved and flanged connections 

 Manufactured in the UK 
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End Entry (EE) 

 
Side Entry (SE) 

 

Threaded Connection 

 

Sleeved Connection 

 

Flanged Connection 
 

 



 

SIROCO Residential Grade Silencers 
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Resistance (inches wg) 
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